CRYOGENIC HOSE

Cryogenic 50 Series: Cryogenic 200 Series:
4014SS, 40115G 4004SS
Typical Applications: Benefits and Features
- Tank truck and Railcar LPG transfes - Flexible user friendly liquid gas hose
- In plant LPG or LNG transfes - Remains flexible during cold conditions
- Marine LPG and LNG transfer - Manufactured to IMO Gas Carrier Code
- Suitable for a wide variety of cryogenic fluids - 40045SS certified to EN00218061
« 20"LNG vessel-to-vessel transfer - MAWP based on 5:1 safety factor
MAX. MAWP MIN. BEND MAX. MAWP
NOMINAL ID PSI (BAR) RADIUS IN. TEMP. RATING PSI (BAR) TEMP. RATING WEIGHT
LB/FTMAX. IN. (MM) #4014SS (MM) #4014SS #4004SS
#4004SS (KG/M) LENGTHS
(25) 362 (25) 6 (150) -50c to +50c 0(10.5) -200c¢ to +50c 6(9) 50
1.5"(38) 362 (25) 7(175) -50c to +50c 150 (10.5) -200c to +50c 1.1(1.6) 50
2"(50) 362 (25) 8 (200) -50c to +50c 150 (10.5) -200c to +50c¢ 1.6(24) 50
3"(75) 362 (25) 10 (250) -50c to +50c 150 (10.5) -200c to +50c 3.0(4.5) 50
4"(100) 300 (21) 0 (500) -50c to +50c 150 (10.5) -200c to +50c¢ 50(7.5) 50
6" (150) 300 (21) 25 (660) -50c to +50c¢ 150 (10.5) -200c to +50c 9.3(13.8) 45
8"(200) 215(15) 6 (910) -50c to +50c 150 (10.5) -200c to +50c 12.5(18.7) 40

Nominal Dimensional Chart MAWP at 5:1 safety factor



